US EPA RECORDS CENTER REGION S5

Kolak, Shari [

From: Tracy, Carol Hefferan (DEQ) <TracyC1@mlchlgan gov> .
Sent: Monday, May 05, 2014 2:30 PM

To: ' Kolak, Shari

Subject: RE: methane - fyr discussion

Attachments: Fig3Fall2013_1,4-Dioxane.pdf

It is as you say --- -
It's almost 2 miles from the edge of the landfill — (9600 feet) and within the plume, near the
downgradient extent of the contamination that exceeds criteria. :

Carol

Carol Tracy, Senior Geologist

Michigan Department of Environmental Quality

Superfund Section, Remediation and Redevelopment Division
Geology and Defense Site Management Unit
tracyci@michigan.gov

Phone Number: 517-284-5161

From: Kolak, Shari [mailto:kolak.shari@epa.gov]
Sent: Monday, May 05, 2014 3:22 PM

To: Tracy, Carol Hefferan (DEQ)

Subject: RE: methane - fyr discussion

Thanks Carol. The fyr currently describes the location of P-67 as “located within and near the western extent of the
contaminant plume” but you say below that P-67 is “located along 1% street, approx. 9600 feet from the edge of the
landfill.” s this the same thing or should the first Iocatlon description be changed to read “located wuthln and near the
western edge of the landfill”?

From: Tracy, Caro! Hefferan (DEQ) [mailto: TracyC1@michigan.gov]
. Sent: Monday, May 05, 2014 12:23 PM

To: Kolak, Shari
Cc: Wagaw, Wally (DEQ)
Subject: RE: methane - fyr discussion

Of the wells sampled for dissolved methane, P-67 was consistently the highest during the last 5
~ years---ranging from 10,000 in the fourth quarter 2012 to 21,700 during the 3™ quarter of 2011. P-67
is located along 1% street, approximately 9600 feet from the edge of the landfill.

Just taking a quick look, it appears that P-63 is also generally high, but not as high as P-67. P-63 is
located on Skyview Drive.

P-10711 was 15,000 during the 2nd quarter 2013!

Kind of hard to imagine a sand and gravel aquifer with so much water being that anaerobic. But,
dissolved oxygen levels are very low (generally below 2 ug/L) throughout the plume, until you get to
P-76 (the new sentinel well upgradient of Chaddsford Way, screened in the upper uncontammated
portion of the aquifer), which has a dissolved oxygen level of 6 ug/L.


mailto:TracyC1@michigan.gov
mailto:kolak.shari@epa.gov
mailto:TracyCl@michiaan.aov

Carol

Carol Tracy, Senior Geologist _

Michigan Department of Environmental Quality

Superfund Section, Remediation and Redevelopment Division
‘Geology and Defense Site Management Unit
tracyc1@michigan.qgov

Phone Number: 517-284-5161

From: Kolak, Shari [mailto:kolak.shari@epa.gov]
Sent: Monday, May 05, 2014 12:08 PM

To: Tracy, Carol Hefferan (DEQ) -

Cc: Wagaw, Wally (DEQ)

Subject: methane - fyr discussion

Carol,

I am working on the methane discussion. The highest methane concentrations appear to be from 3/25/13 in P-67 at
18,000 ppb and P-63 at 19,000 ppb. Are there any other wells that have high methane concentrations that | should
discuss in the fyr? Thanks, Shari .



NOTES

1) ALL LOCATIONS ARE APPROMIMATE.
2) 1.4-DIETHYLENE DIOXIDE RESULTS FOR KL MONITORING WELLS FROM FALL 2013.
LSS-DRBIMENE DIOKDE RESULTS FOR NEW.Y METALLED MOWTORG WELL B~78 FROU

3)14-DEDALINE DIOXOE RESLLTS FOR RESDENTAL WELLS SAVPLED BY EITWER KLA
OR KCHCSD IN FALL 2013,

A,z UNLESS OTHERWISE SHOWN, PARCELS WITHIN THE DRAFT GRUZ BOUNDARY ARE
CTED TO MUNICIPAL WATER.

REFERENCES

1.) KALAMAZOO COUNTY PORTION OF THE BASE MAP TAKEN FROM C

ADD FILE
OSH-WA-1, TITLED "CHARTER TWP OF OSHTEMO WATER FEASIBILITY STUDY", DATED
11/18/99, BY PREIN & NEWHOF. ADDITIONAL UPDATES BASED ON KALAMAZOO
COUNTY ONLINE GIS Irpmaps.com).

MAPPING (wwe.

2)) THE PROPERTY LOCATED AT THE SOUTHEAST CORNER OF ALMENA DRIVE AND
4TH STREET (FORMERLY 9080) IS SHOWN AS SUBDIVIDED INTO 3 PARCELS PER THE
CUENT'S REPRESENTATIVE'S INSTRUCTIONS.

3.) BLOCK AND LOT INFORMATION AND WELL LOCATIONS BETWEEN 22ND §'
2ND STREET WERE DIGITIZED FROM GROUNDWATER MAP FROM KALAMAZOO
HUMAN SERVICES DEPT., ENVIRONMENTAL HEALTH.

4) BLOCK AND LOT INFORMATION WEST OF 22ND STREET WERE DIGITIZED
TAX MAP DOWNLOADED FROM VAN BUREN COUNTY COMMUNI
(WWW.VBCO.ORG).
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PROJECT No. 943-8200
FILE No. 9438200V122
REV. O [SCALE AS SHOWN
DESIGN | SSG | 12/08/13
CADD RG. 12/06/13
CHECK. R 12/06/13
REVEW | Ra | 12/08/13

FIGURE 3






